VALVE SHALL BE FLANGED.

ASPHALT ROAD
SURFACE

NOTE:CONNECTION TO MAIN LINE AND FIRST AUXILIARY

1—1/2" PENTAGON OPERATING
NUT (OPENS LEFT)

FIRE HYDRANT (RED IN COLOR), MUELLER
MODERN SUPER CENTURION A—442, OR
CLOW MEDALLION. NO EXCEPTION

5" MAX.
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VALVE BOX (SEE FIG. 5) \A .

(NUT RISER MAY BE REQUIRED)

THRUST BLOCK

(NUT RISER MAY BE REQUIRED)

VALVE BOX (SEE FIG. mv\\. .

A—I@-—
1/2 CUBIC YARD (MIN.)
GRAVEL

FIRST AUXILLARY VALVE

FOR HYDRANT LATERAL LENGTHS OVER 6 L.F.
INSTALL AN ADDITIONAL 6" FLG X MJ GATE VALVE
AT THE HYDRANT

GRADE LINE
4’ X 5 CONCRETE PAD

CONTINUE POLYETHYLENE WRAP
TO GROUND LEVEL

HYDRANT DRAIN

VARIES
SEE PLAN FOR LENGTH
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NOTE: POLYETHYLENE WRAP (8 MIL.) 18"18"x4” CONC. (MIN.)

CUT POLYETHYLENE
WRAP TO ALLOW FREE
DRAIN FROM HYDRANT
RISER




